Symbol of
Supreme Strength
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A synthesis of
vision and dedication

Parasakti Cement is a professionally managed organization focused on delivering consistent quality to its
customers. We manufacture 53 Grade and 43 Grade “Ordinary Portland Cement (OPC)”, Portland Pozzolana
Cement (PPC) and Sulphate Resisting Portland Cement (SRPC). Our Management team has decades of
technical and operational expertise in the cement industry and has been instrumental in establishing many major
cement plants. We guarantee that our cement will withstand the test of time and harsh treatment meted out by the

forces of nature.

A synergy of technology
and experience

arasakti Cement is designed using the most advanced and efficient dry process manufacturing technology.

The advanced automation systems in the central control room enables our engineers to continuously monitor
and fine tune our systems. Electronic “Rotopackers” ensure that every bag contains accurate quantity of cement
and our strength testing equipment & chemical analysis laboratory ensure that our product meets exacting
standards. All of the above ensure consistent production of high quality cement, delivering you Supreme
Strength.



Determined to provide
excellent experience

We serve the Andhra Pradesh, Tamilnadu, Kerala,
Karnataka, Maharastra, Orisa, West Bengal & Nepal
markets. Our marketing and sales professionals will help
you choose the right kind of product for you needs. Our
team’s presence in all major towns and metropolitan
cities ensures that you get the right product at the right

time.

A source of superiority

True the vision of its conception, every bag of Parasakti
Cement adds much needed strength to your structure.
The following comparative analysis confirm the
supreme quality of our product.

Comparative Analysis of Parasakti Cement with relevant specifications

OPC 43 Grade OPC 53 Grade PPC SRPC
Particulars Specification Typical | Specification as per |  Typical sDe:s":::: on Typical Specification | Typical
as per Results o_f 1S:12269-1987 & Results o_l IS:1489 (Part-1)-1991 Results o_f as per Results o_f
1S:8112-1989 | Parasakti 1999 Reaffirmed Parasakti (Flyash based) Parasakti 1S:12330-1988 | Parasakti
Physical Requirements:

1. Fineness (M*/Kg.) >225 275 >225 290 >300 320 >225 280
2. Setting Time (Mins.)

a. Intial 30 (Min) 125 30 (Min) 120 30 (Min) 135 30 (Min) 150

b.Final 600 (Max) 230 600 (Max) 230 600 (Max) 240 600 (Max) 240
3. Soundness by Expansion

a. Le Chatelier (mm) 10.00 (Max) 1.00 10.00 (Max) 1.50 10 (Max) 1.00 10.0 (Max) 1.00

b.Auto-clave (%) 0.8 (Max) 0.12 0.8 (Max) 0.14 0.8 (Max) 0.02 0.8 (Max) 0.03
4. Sulphate expansion (%) = = = - - 0.045 (Max) | 0.016
5. Drying shrinkage(%) - 0.15 (Max) 0.05 -

Chemical Requirements:

1. LSF 0.66 to 1.02 0.91 0.80t0 1.02 0.93 - 0.661t01.02 | 0.92
2. A0,/ Fe,0, 0.66 (Min) 1.16 0.66 (Min) 1.11 - - - -
3.Insoluble residue (%) | 3.00(May | 042 | 300(Mag | 0.39 |Xt{MI0OX/I00H) = 2400 . 4.00 (Max) | 0.50
4. Magnesia (%) 6.00 (Max) 0.56 6.00 (Max) 0.58 6.00 (Max) 1.00 6.00 (Max) | 0.60
5. Sulphuric Anhydride (%) | 3.00 (Max) 1.92 3.00 (Max) 1.90 3.00 (Max) 1.90 2.50 (Max) 1.70
6. Loss on Ignition (%) 5.00 (Max) 1.46 4.00 (Max) 1.36 5.00 (Max) 1.40 5.00 (Max) 1.50
7. Chlorides (%) 0.1 (Max) 0.004 0.1 (Max) 0.004 0.10 (Max) 0.10 0.10 (Max) | 0.004
8. C3A(%) = - - - - - 5.00 (Max) | 2.00
9. 2C3A-+C4AF(%) - - - 25.00 (Max) | 22.00

*OPC, PPC and SRC test certificates will be provided on request.
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Parasakli

Parasakti Cement Industries Limited

# 8-3-214/21, Srinivasa Nagar Colony (West)
Hyderabad - 500038, Andhra Pradesh

Ph: 040 - 44119100 /200 Fax: 040 - 44119199
Email: info@parasakticement.com

Web: www.parasakticement.com




