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Zuari Cement is part of the Italcementi group, the fifth 
largest cement producer in the world and the biggest in 
the Mediterranean. With net sales of 5.9 billion Euros in 
2006 and a capacity of 70 million tonnes, Italcementi 
has a strong presence in over 22 countries.

Having acquired a global dimension, Zuari plans to 
expand its operations by setting up a new clinker line                  
at Yerraguntla, and a captive power plant at Sitapuram. 
Also in the pipeline are acquisitions & Greenfield 
projects. Zuari cement is out to set a tough example for 
the rest to follow.

Primo concrete cement is a high quality cement 
prepared from the finest raw material. Owing to 
optimum water demand, it contributes to a very low             
co-efficient of permeability of the concrete prepared. 
This improves the density of the concrete matrix and 
increases the durability of the concrete. Primo is a high 
performance cement far exceeding the codal 
requirement of IS 12269-1987. It is this very durability 
that translates into long-lasting residential and 
commercial constructions of a wide variety, such as 
dams, canals, highways, roads and flyovers.

Primo Concrete Cement - Concrete Redefined

� Higher compressive strength

� Better soundness

� Lesser consumption of cement for M-20 Concrete grade 

and above

� Faster deshuttering of form work

� Reduced construction time

Test  Primo  IS  
Physical Properties  Concrete Cement 12269-1987
  OPC - 53

Fineness 
Specific surface M2/Kg  290  ³ 225
Normal consistency (%)  27 

Soundness  
Lechatlier Method (m.m)  1.0   £10
Auto clave (%)  0.03  £0.8

Setting time  
Initial minutes   160  ³30 
Final minutes  210  £600

Compressive strength MPa
3 days  36  ³27
7 days  46  ³37 
28 days  63  ³53 
Room temperature 
during testing (0C)  27  27± 2

Chemical requirements
Loss on ignition (%)  1.22  £4.0
Insoluble residue (%)  1.12  £3.0
Magnesia (%)  1.53  £6.0
Lime saturation factor  0.95  0.8-1.02
Alumina Iron ratio  0.83  ³0.66
Sulphuric Anhydride (%)  1.86  £3.0
Alkalies (%)  1 
Chlorides (%)  0.01  £0.10
C3A (%)  6.5 

Quality parameters 

Corporate Office: 
No.1, 10th Main, Jeevanbhima Nagar, Bangalore - 560 075

Tel: 080 - 25207610 / 41194408, Fax: 080 - 25207625 / 4765
E-mail: zclmkt@zcltd.com   Website: www.zuaricements.com

Customer Care: 08563 - 275184   E-mail: customercare@zcltd.com

Factory Krishna Nagar, P.O. Yerraguntla, Kadapa - 516 311, A. P., Tel: 08563-275701/03 Fax: 08563-275164 E-mail: zclygl@zcltd.com, Sitapuram, P. O. Dondapadu,     

Nalgonda - 508 246 A. P. Tel: 08683 - 235333, Fax: 08683 - 235229, E-mail: svclspm@zcltd.com Regional Offices: Andhra Pradesh D. No. 8-2-269/S/4, Sagar Society,             

Road No.2, Banjara Hills, Hyderabad - 500 034 Tel: 040-40329999 Fax: 040-40329970 E-mail: rmohyd@zcltd.com Visakhapatnam No. 48-7-19,  Flat No. 101, Sri Sai Complex, 

Sri Nagar, Vishakapatnam - 530 016 Tel: 0891 - 2707708, Fax: 0891 - 2575596 E-mail: bmovizag@zcltd.com Tamil Nadu 6, Mc Nicholas Road, 4th Lane, Chetpet,            

Chennai - 600 031 Tel: 044 - 28363958/28363250/ 65722650/651 Fax: 044 - 28365047 E-mail: rmochennai@zcltd.com Karnataka No. 12, ‘Ramachandra Arcade’, 

Subramanya Swamy  Temple Street, V. V. Puram, Bangalore - 560 004 Tel: 080 - 22421195/26618505 Fax: 080 - 26617959 E-mail: rmoblr@zcltd.com Kerala 40/7686-B, 

Chittoor Road, Pulleppady Junction, Kochi - 682 035 Tel: 0484 - 2381710/711 Fax: 0484 - 2360367 E-mail: rmokoc@zcltd.com Goa G-27, Chamundi Apartment, Paji Fond, 

Margao, Goa - 403 601, Tel: 0832 - 2730895, Fax: 0832 - 2734524 E-mail: bmogoa@zcltd.com

Zuari Cement
Italcementi Group


